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57 ABSTRACT

An active vehicle with variable inclination mechanism is
provided. The active vehicle with variable inclination mecha-
nism comprises a linear slide mechanism, two sets of longi-
tudinal interlocking mechanism, a steering control mecha-
nism, and a control unit. The linear slide mechanism
comprises a reciprocating action member. A lateral displace-
ment of the reciprocating action member drives the longitu-
dinal interlocking mechanism to produce a displacement
along a longitudinal direction while a torque is applied at the
steering control mechanism. The wheels are driven to move
along an opposite longitudinal direction and to form an incli-
nation. Using the active vehicle with variable inclination
mechanism can provide a real-time inclination force while
rounding a corner as well as increase the safety. Besides, the
driver can easily get on/off the vehicle when the vehicle is
stationary and the reciprocating action member is locked at
the stationary position of the vehicle.

11 Claims, 11 Drawing Sheets
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Fig. 3
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Fig. 3B
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1
ACTIVE VEHICLE WITH A VARIABLE
INCLINATION APPARATUS AND METHOD
OF USING THE SAME

BACKGROUND

1. Field of Invention

The present invention relates to an active vehicle with
variable inclination mechanism and the method using the
same. More particularly, the present invention relates to an
active vehicle of a variable inclination mechanism that drives
lateral movement by turning direction and drives two wheels
to produce a opposite longitudinal displacement so as to
change inclination.

2. Description of Related Art

Widely used active vehicles are two-wheeled vehicle,
three-wheeled vehicle or even four-wheeled vehicle. The
two-wheeled vehicles are bicycles and motorcycles. Com-
pared to the three-wheeled vehicle or four-wheeled vehicle,
the two-wheeled vehicles have more maneuverability, and oil
consumption, vehicle volume and price are much lower.

The two-wheeled vehicle just has a front wheel and a rear
wheel, while the two-wheeled vehicle is stationary, it should
be supported by kickstand or the rider him/herself. Its not
convenient for disabled riders.

Thus, to overcome aforementioned shortcoming, three-
wheeled vehicles have been developed. Compared to the
three-wheeled vehicles, the three-wheeled vehicles have
much seat space and riding comfort, and the three-wheeled
vehicles have self-supported capability while three-wheeled
vehicles are stationary. Because the three-wheeled vehicles
have three wheels, two of three wheels are disposed parallel
and a triangle is defined by the three wheels. Thus, while the
three-wheeled vehicles are stationary, the three-wheeled
vehicles have self-supported capability at flat ground without
external forces.

However, the three-wheeled vehicles in prior art have no
mechanism for “leaning” while the three-wheeled vehicles
enter the curve. Thus, whatever the three-wheeled vehicles
have two parallel wheels in front of or behind of the vehicles,
unlike the two-wheeled vehicle, the three-wheeled vehicles in
prior art cannot provide inclination force by leaning in entry
of curve so that the three-wheeled vehicles easily turn over.

To overcome this shortcoming, the three-wheeled vehicles
in prior art have a leaning mechanism or suspension system
with a linkage system at the two parallel wheels so as to have
“leaning” capability based on weight and center of mass of
vehicles. However, the leaning mechanism or suspension sys-
tem should be operated by the driver’s weight because a
moment of force due to the driver’s weight pushes the vehicle
to lean. Thus, leaning mechanism or suspension system of the
three-wheeled vehicles in prior art merely passively provide
vehicles with “leaning” capability.

Furthermore, the leaning mechanism or suspension system
of the three-wheeled vehicles in prior art operate indepen-
dently, and cannot provide two wheels with real-time and
synchronous change of leaning angle and cannot make sure
whether the vehicles can safely enter and leave the curve.

Moreover, although the three-wheeled vehicles in prior art
unlike two-wheeled vehicles needs additional kickstand
while the three-wheeled vehicles are stationary, riders should
use their legs to balance the vehicles before manually locking
the leaning mechanism or suspension system to support the
vehicles. It is not convenient for rider to support vehicles
while in stationary.
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For the forgoing reasons, there is a need for active vehicle
with a variable inclination apparatus to provide sufficient
inclination vehicle while the vehicle passes the curve with
more riding safety.

SUMMARY

In summary, the present invention provides an active
vehicle with variable inclination mechanism. The active
vehicle with variable inclination mechanism includes a linear
slide mechanism, a steering control mechanism, a control
unit, and a longitudinal interlocking mechanism. The rider
turns the steering control mechanism to control inclination
change of the vehicles so as to provide real-time inclination
force while the three-wheeled or four wheeled vehicles pass a
corner and increase riding safety.

According to one embodiment, the present invention pro-
vides an active vehicle with variable inclination mechanism
that is used to change inclination angle of vehicle with three
or more wheels. The active vehicle with variable inclination
mechanism includes a linear slide mechanism, two longitu-
dinal interlocking mechanism, a steering control mechanism,
a control unit, and two wheels. The linear slide mechanism
includes a reciprocating action member, and the control unit
controls the reciprocating action member to produce a lateral
displacement.

The two longitudinal interlocking mechanisms include a
plurality of interlocking rods, and two ends of the reciprocat-
ing action member are connected to two longitudinal inter-
locking mechanism respectively. The other ends of the two
longitudinal interlocking mechanisms are connected to two
wheels of the vehicle respectively. The steering control
mechanism is electrically connected to the control unit, and
the control unit generates an electrical signal by turning the
steering control mechanism so that the reciprocating action
member of the linear slide mechanism is driven to produce a
lateral displacement. The interlocking rods of the two longi-
tudinal interlocking mechanisms are driven simultaneously
by the lateral displacement, so that two wheels of the vehicles
have an opposite longitudinal displacement to provide the
vehicle with an inclination.

According to one embodiment of the present invention, the
linear slide mechanism is a linear motor, and the reciprocating
action member is a mover of the linear motor.

According to one embodiment of the present invention, the
linear slide mechanism is a motor and a ball nut, and the
reciprocating action member is a ball screw.

According to another embodiment of the present invention,
the linear slide mechanism includes a motor and a pinion gear,
and the reciprocating action member includes a rack gear.

According to one embodiment of the present invention,
while a torque is applied to the steering control mechanism,
the control unit generates an electrical signal to the linear
slide mechanism and controls the reciprocating action mem-
ber so that a lateral displacement is provided. The lateral
displacement corresponds to magnitude of the torque and
opposite to the direction of the torque.

According to still another embodiment of the present
invention, the steering control mechanism is a steering wheel,
and the control unit generates an electrical signal by turning
the steering wheel so that the reciprocating action member of
the linear slide mechanism is driven to produce a lateral
displacement. The interlocking rods of the two longitudinal
interlocking mechanisms are driven simultaneously by the
lateral displacement, and two wheels of the vehicles have an
opposite longitudinal displacement so as to provide the
vehicle with an inclination angle.
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Therefore, the rider turns the steering wheel to control the
vehicle and the present invention uses the control unit to send
an electrical signal to drive the reciprocating action member
to provide lateral displacement in real time. Thus, the two
longitudinal interlocking mechanisms are driven simulta-
neously and with accuracy so that two wheels of the vehicles
connected to the longitudinal interlocking mechanism have
two longitudinal displacements with opposite directions and
the same magnitude to provide the vehicle with an inclination
change and enhance the inclination force.

According to one embodiment of the present invention, the
method for using the variable inclination mechanism includes
the steps: applying a torque at the steering control mechanism
and generating an electrical signal received by the control
unit; sending an electrical signal to the linear slide mecha-
nism by the control unit; driving the reciprocating action
member to provide a lateral displacement corresponding to
magnitude of torque and opposite to the direction of the
torque; driving the two longitudinal interlocking mechanism
and the interlocking rods simultaneously; providing opposite
longitudinal displacements with the two longitudinal inter-
locking mechanisms; driving the wheels to provide an incli-
nation angle corresponding to the torque.

Thus, according to the present invention, a torque is
applied to the steering control mechanism, and an electrical
signal is sent to the linear slide mechanism by the control unit
so as to drive and control the lateral displacement of the
reciprocating action member. The lateral displacement is
used to drive the interlocking rods of the two longitudinal
interlocking mechanisms simultaneously to drive two wheels
and provide inclination angle corresponding to the torque.
Thus, it is easy to change the inclination angle.

According to one embodiment of the present invention, an
active vehicle with inclination adjustment mechanism is pro-
vided to adjust inclination of vehicle. The vehicle may have
three wheels or more. The inclination adjustment mechanism
includes a linear slide mechanism, two longitudinal inter-
locking mechanisms, a steering control mechanism, a control
unit, and a velocity adjustment mechanism. The linear slide
mechanism includes a reciprocating action member and is
controlled by the control unit to provide a lateral displace-
ment. Each of the two longitudinal interlocking mechanisms
has a plurality of interlocking rods, and two ends of each of
the two longitudinal interlocking mechanisms are connected
to one end of the reciprocating action member and one wheel
respectively. The steering control mechanism is turned so that
the control unit generates an electrical signal to control the
reciprocating action member and to provide a lateral dis-
placement. The lateral displacement is used to drive the inter-
locking rods of the two longitudinal interlocking mechanisms
simultaneously to drive two wheels and provide opposite
longitudinal displacement, and, therefore, the two wheels
have an inclination angle. Besides, the velocity adjustment
mechanism is electrically connected to the control unit and is
used to increase vehicle velocity and make the control unit to
generate an electrical signal to control the reciprocating
action member and provide additional lateral displacement.
Alternately, the velocity adjustment mechanism is also used
to decrease the vehicle velocity and make the control unit to
generate an electrical signal to control the reciprocating
action member and decrease additional lateral displacement.

According to another embodiment of the present invention,
while the steering control mechanism is subjected to a torque,
the velocity adjustment mechanism adjusts speed and an elec-
trical signal is generated by the control unit to control the
lateral displacement of the reciprocating action member.
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According to the present invention, the vehicles are enter-
ing the curve or turning direction, the velocity adjustment
mechanism adjusts speed and the control unit controls the
lateral displacement of the reciprocating action member to
provide a lateral displacement corresponding to vehicle
speed. Thus, the two longitudinal interlocking mechanisms
provide a proper inclination angle to enhance riding comfort
and safety while the vehicles are turning direction at different
speeds.

According to still another embodiment of the present
invention, while the steering control mechanism is idle and
the velocity adjustment mechanism adjusts vehicle to be sta-
tionary, the control unit generates an electrical signal to lock
the reciprocating action member at a status to make vehicle
balanced and self-supported.

Thus, according to the present invention, the vehicle is idle
and the steering control mechanism is not subjected to a
torque, the controlunit is used to lock the reciprocating action
member at a status to make vehicle balanced so that the
vehicle has no inclination and the vehicle is self-supported.

According to one embodiment of the present invention, the
method forusing the variable inclination mechanism includes
the steps: applying a torque on the steering control mecha-
nism; sending an electrical signal to the linear slide mecha-
nism by the control unit; driving the reciprocating action
member to provide a lateral displacement corresponding to
magnitude of torque and opposite to the direction of the
torque; driving the two longitudinal interlocking mechanism
simultaneously to provide two opposite longitudinal dis-
placements; driving the two wheels to provide an inclination
angle corresponding to the torque; controlling the control unit
to change speed of the vehicle; sending another electrical
signal by the control unit to drive the linear slide mechanism;
driving the reciprocating action member to provide increase/
decrease amount of the lateral displacement corresponding to
speed of change; providing opposite additional longitudinal
displacements with the two longitudinal interlocking mecha-
nism; driving the two wheels and adjusting inclination angle
corresponding to speed of change; making the vehicle to be
stationary by the velocity adjustment mechanism and making
the steering control mechanism idle; locking the reciprocat-
ing action member at a status to make vehicle balanced by the
control unit so that the vehicle is self-supported.

In summary, according to the present invention, while the
vehicle is entering curve or turning direction, an additional
lateral displacement is provided by accelerating or decelerat-
ing the reciprocating action member, and wheels have addi-
tional longitudinal displacement to change the inclination
angle and the inclination force. In addition, while the vehicle
is stationary and the steering control mechanism is idle, the
reciprocating action member is locked so that the vehicle has
no inclination to make the vehicle self-supported.

It is to be understood that both the foregoing general
description and the following detailed description are by
examples, and are intended to provide further explanation of
the invention as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings are included to provide a
further understanding of the invention, and are incorporated
in and constitute a part of this specification. The drawings
illustrate embodiments of the invention and, together with the
description, serve to explain the principles of the invention. In
the drawings,



US 9,061,564 B1

5

FIG. 1 is a perspective view of an active vehicle with
variable inclination mechanism according to one embodi-
ment of the present invention;

FIG. 2 is another perspective view of an active vehicle with
variable inclination mechanism according to one embodi-
ment of the present invention;

FIG. 2A is a front view of an active vehicle with variable
inclination mechanism of FIG. 2;

FIG. 2B is an exploded view of a linear motor of an active
vehicle with variable inclination mechanism of FIG. 2;

FIG. 3 is a perspective view of an active vehicle with
variable inclination mechanism according to another embodi-
ment of the present invention;

FIG. 3A is a front view of an active vehicle with variable
inclination mechanism of FIG. 3;

FIG. 3B is an exploded view of a motor and a ball screws of
an active vehicle with variable inclination mechanism of FIG.
3;

FIG. 4 is a perspective view of an active vehicle with
variable inclination mechanism according to one more
embodiment of the present invention;

FIG. 4A is a front view of an active vehicle with variable
inclination mechanism of FIG. 4;

FIG. 4B is an exploded view of a motor, a pinion gear and
a rack gear of an active vehicle with variable inclination
mechanism of FIG. 4;

FIG. 5 is a perspective view of an active vehicle with
variable inclination mechanism according to one embodi-
ment of the present invention;

FIG. 6 is a flowchart of a method for using the variable
inclination mechanism according to one embodiment of the
present invention;

FIG. 7 is a schematic of how the reciprocating action mem-
ber reacts while the vehicle speed is changed according to one
embodiment of the present invention;

FIG. 8 is a schematic of a method for using the variable
inclination mechanism according to one embodiment of the
present invention; and

FIG. 9 is a flowchart of a method for using the variable
inclination mechanism according to one embodiment of the
present invention.

DESCRIPTION OF THE EMBODIMENTS

Reference will now be made in detail to the present
embodiments of the invention, examples of which are illus-
trated in the accompanying drawings. Wherever possible, the
same reference numbers are used in the drawings and the
description to refer to the same or like parts.

Please refer to FIG. 1. FIG. 1 is a perspective view of an
active vehicle with variable inclination mechanism according
to one embodiment of the present invention. The aforemen-
tioned figure should fully illustrate detailed structure of the
present invention. According to one embodiment of the
present invention, the active vehicle with variable inclination
mechanism 100 includes a linear slide mechanism 200, a
reciprocating action member 210, two longitudinal interlock-
ing mechanism 300, a steering control mechanism 400, a
control unit 800, and two wheels 500. Detailed structure is
explained in the following.

According to one embodiment of the present invention, the
active vehicle with variable inclination mechanism 100 turns
the steering control mechanism 400 to provide the vehicle
(not shown) with inclination angle for entering curve. The
embodiment is based on a three-wheeled vehicle with two
parallel front wheels 500.
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The variable inclination mechanism 100 of the present
invention may be installed between two parallel front wheels
500 of a three-wheeled vehicle. The variable inclination
mechanism 100 includes a linear slide mechanism 200, and
the linear slide mechanism 200 includes a reciprocating
action member 210. An electrical signal is generated by the
control unit 800 that is connected to the steering control
mechanism 400 to control the reciprocating action member
210 so that a lateral displacement is provided between the two
parallel front wheels 500. The longitudinal interlocking
mechanism 300 includes a left-sided longitudinal interlock-
ing mechanism 310 and right-sided longitudinal interlocking
mechanism 320 that are symmetrically connected to both
ends of the reciprocating action member 210. Each of the two
longitudinal interlocking mechanisms 300 includes a plural-
ity of interlocking rods (not shown) that are connected to the
reciprocating action member 210.

Out of the interlocking rods, the right end of the left-sided
first interlocking rod 312 is connected to the left end of the
reciprocating action member 210. The left end of the left-
sided first interlocking rod 312 is connected to the right end of
the left-sided second interlocking rod 314. The left end of the
left-sided second interlocking rod 314 is connected to the
right end of the left-sided third interlocking rod 316. The left
end of the left-sided third interlocking rod 316 is connected to
a left-sided wheel 510. The left end of the right-sided first
interlocking rod 322 is connected to the right end of the
reciprocating action member 210. The right end of the right-
sided first interlocking rod 322 is connected to the left end of
the right-sided second interlocking rod 324. The right end of
the right-sided second interlocking rod 324 is connected to
the left end of the right-sided third interlocking rod 326. The
right end of the right-sided third interlocking rod 326 is con-
nected to a right-sided wheel 520.

By turning the steering control mechanism 400, the control
unit 800 generates an electrical signal to control the recipro-
cating action member 210 of the linear slide mechanism 200
to provide a lateral displacement. By the lateral displacement,
a plurality interlocking rods of the longitudinal interlocking
mechanisms 300 are driven so that the two wheels 500 have
longitudinal displacements with opposite direction to the lat-
eral displacement and have inclination angle.

Please refer to FIGS. 2, 2A, and 2A. FIG. 2 is another
perspective view of an active vehicle with variable inclination
mechanism according to one embodiment of the present
invention. The linear slide mechanism 200 may be a linear
motor 220, and the reciprocating action member 210 may be
a rotator 230 of the linear motor 220. The linear motor 220
drives the rotator 230 so that the rotator 230 has the lateral
displacement. Connection and operation among the linear
motor 220, the rotator 230, the steering control mechanism
400, the control unit 800, the longitudinal interlocking
mechanisms 300, and wheels 500 are described in the afore-
mentioned embodiments so description will be omitted.

Please refer to FIGS. 3, 3A, and 3A. FIG. 3 is a perspective
view of an active vehicle with variable inclination mechanism
according to another embodiment of the present invention.
The linear slide mechanism 200 may be a motor 240, and the
reciprocating action member 210 may be a ball screw 250.
The motor 240 rotates clockwise and counterclockwise to
drive the ball screw 250 to move forward/backward so that the
ball screw 250 has a reciprocating movement. Connection
and operation among the motor 240, the ball screw 250, the
steering control mechanism 400, the control unit 800, the
longitudinal interlocking mechanism 300, and wheels 500 are
described in the aforementioned embodiments so description
will be omitted.
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Please refer to FIGS. 4, 4A, and 4B. FIG. 4 is a perspective
view of an active vehicle with variable inclination mechanism
according to one more embodiment of the present invention.
The linear slide mechanism 200 includes a motor 260 and a
pinion gear 270. The reciprocating action member 210 may
be a gear rack 280. The motor 260 drive the pinion gear 270
to rotate clockwise and counterclockwise so that the gear rack
280 has a reciprocating lateral movement. Connection and
operation among the motor 260, the pinion gear 270, the gear
rack 280, the steering control mechanism 400, the control unit
800, the longitudinal interlocking mechanism 300, and
wheels 500 are described in the aforementioned embodi-
ments so description will be omitted.

Please refer to FIG. 5. FIG. 5 is a perspective view of an
active vehicle with variable inclination mechanism according
to one embodiment of the present invention. The steering
control mechanism 400 may be a steering wheel 420. While
the steering wheel 420 is subjected to a torque and turned left,
the control unit 800 sends an electrical signal to drive the
reciprocating action member 210 of the linear slide mecha-
nism 200 and provide a lateral displacement corresponding to
the torque and in an opposite direction. Thus, the vehicle has
an inclination force toward the left side. Connection and
operation among the steering wheel 420, the reciprocating
action member 210, the control unit 800, the longitudinal
interlocking mechanism 300, and the wheels 500 are
described in the aforementioned embodiments so description
will be omitted.

Therefore, according to the present invention, a torque is
applied to the steering wheel 420, and the reciprocating action
member 210 is controlled by the control unit 800 to provide a
lateral displacement corresponding to magnitude and direc-
tion of the torque. The linear slide mechanism 200 may con-
sist of the linear motor 220 and the rotator 230, the motor 240
and the ball screw 250, or the motor 260, the pinion gear 270,
and the gear rack 280 so as to provide real time and accurate
lateral displacement corresponding to the torque. The lateral
displacement is used to drive the interlocking rods of both the
left-sided longitudinal interlocking mechanism 310 and the
right-sided longitudinal interlocking mechanism 320 so as to
drive the left-sided wheel 510 and the right-sided wheel 510
to provide a longitudinal displacement in a direction opposite
to the lateral displacement and corresponding to inclination
angle change and inclination of the vehicle. Thus, the vehicle
is subjected to an inclination force.

Please refer to FIG. 6. FIG. 6 is a flowchart of a method for
using the variable inclination mechanism according to one
embodiment of the present invention. The method includes
the steps: at Step 901, a torque is applied on the steering
control mechanism 400 and an electrical signal is generated
and received by the control unit 800; at step 902, the control
unit 800 sends the electrical signal to the linear slide mecha-
nism 200; at step 903, the reciprocating action member 210 is
driven to provide a lateral displacement corresponding to
magnitude of the torque and opposite to direction of the
torque; at step 904, two longitudinal interlocking mechanism
300 are driven simultaneously; at step 905, the interlocking
rods are driven; at step 906, the longitudinal interlocking
mechanisms 300 provides opposite longitudinal displace-
ments; at step 907, two wheels 500 of the vehicle are driven to
provide an inclination angle corresponding to the torque.

Please refer to FIGS. 5 and 7. FIG. 5 is a perspective view
of an active vehicle with variable inclination mechanism
according to one embodiment of the present invention. FIG. 7
is a schematic of how the reciprocating action member reacts
while the vehicle speed is changed according to one embodi-
ment of the present invention. According to the present inven-
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tion, a vehicle inclination adjustment mechanism 600 is pro-
vided to adjust an inclination angle of the vehicle. The vehicle
may have three wheels 500 or more. The vehicle inclination
adjustment mechanism 600 includes a linear slide mechanism
200, two longitudinal interlocking mechanisms 300, a steer-
ing control mechanism 400, a control unit 800, and a velocity
adjustment mechanism 700. The linear slide mechanism 200
includes a reciprocating action member 210 that is used to
provide a lateral displacement. Each of the longitudinal inter-
locking mechanisms 300 includes a plurality of interlocking
rods (not shown), and two ends of each of the longitudinal
interlocking mechanisms 300 are connected to one end of the
reciprocating action member 210 and one wheels 500 respec-
tively. An electrical signal is generated by the control unit 800
that is connected to the steering control mechanism 400 to
control the reciprocating action member 210 so as to provide
a lateral displacement between the two parallel front wheels
500. By the lateral displacement, the longitudinal interlock-
ing mechanisms 300 are driven at the same time to drive the
two wheels 500 to provide longitudinal displacements with
opposite direction so that an inclination angle is provided.

While the steering control mechanism 400 is subjected to a
torque and turned left, the velocity adjustment mechanism
700 adjusts the lateral displacement of the reciprocating
action member 210 by the control unit 800. Besides, the
longitudinal displacement of longitudinal interlocking
mechanisms 300 is adjusted so as to adjust the inclination
angle of the vehicle. The velocity adjustment mechanism 700
increases vehicle speed to have the control unit 800 send an
electrical signal to drive the reciprocating action member 210
to provide the lateral displacement with additional increase
amount toward right side. Besides, the velocity adjustment
mechanism 700 decreases vehicle speed to have the control
unit 800 send an electrical signal to drive the reciprocating
action member 210 to provide the lateral displacement with
additional increase amount toward left side.

Therefore, according to the present invention, while the
vehicle is entering the curve, the velocity adjustment mecha-
nism 700 uses the control unit 800 to send an electrical signal
to adjust the lateral displacement of the reciprocating action
member 210. The left-sided longitudinal interlocking mecha-
nism 310 and the right-sided longitudinal interlocking
mechanism 320 provide longitudinal displacements corre-
sponding to magnitude of torque and opposite to the direction
of the torque simultaneously so that the left-sided wheel 510
and the right-sided wheel 510 provide corresponding inclina-
tion angle. Thus, it enhances riding comfort and safety while
the vehicles are entering curves at different speeds.

Please refer to FI1G. 8. FIG. 8 is a schematic of a method for
using the variable inclination mechanism according to one
embodiment of the present invention. A steering control
mechanism of the vehicle inclination adjustment mechanism
600 may be a steering wheel 420. While the steering wheel
420 is not subjected to a torque yet and the velocity adjust-
ment mechanism 700 controls the vehicle to be stationary, the
control unit 800 controls the linear slide mechanism 200 to
make the reciprocating action member 210 lock the vehicle at
a status to make vehicle balanced and to lock a position of the
longitudinal interlocking mechanism 300. Thus, the vehicle
is self-supported.

Therefore, according to the present invention, while the
vehicle is stationary and the steering control mechanism 400
is not activated yet, the control unit 800 is used to control the
reciprocating action member 210 to lock the vehicle at a
status to make vehicle balanced. That is, the vehicle is main-
tained upright so the vehicle is self-supported.
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Please refer to FIG. 9. FIG. 9 is a flowchart of a method for
using the variable inclination mechanism according to one
embodiment of the present invention. The method includes
the steps: at Step 911, a torque is applied on the steering
control mechanism 400; at step 912, the control unit 800
sends an electrical signal to drive the linear slide mechanism
200; at step 913, the reciprocating action member 210 is
driven to provide a lateral displacement corresponding to
magnitude of the torque and opposite to direction of the
torque; at step 914, two longitudinal interlocking mecha-
nisms 300 are driven simultaneously to provide opposite lon-
gitudinal displacements; at step 915, two wheels 500 of the
vehicle are driven to provide an inclination angle correspond-
ing to the torque; at step 916, the velocity adjustment mecha-
nism 700 is controlled to change speed of the vehicle; at step
917, the control unit 800 sends another electrical signal to the
linear slide mechanism 200; at step 918, the reciprocating
action member 210 is driven to provide additional increase/
decrease amount of lateral displacement corresponding to
change of speed of the vehicle; at step 919, the longitudinal
interlocking mechanism 300 provides opposite longitudinal
displacements; at step 920, the two wheels 500 are driven to
adjust the inclination angle corresponding to change of speed
of the vehicle; at step 921, the velocity adjustment mecha-
nism 700 has the vehicle stationary and the steering control
mechanism 400 is not activated yet; at step 922, the control
unit 800 is used to control the reciprocating action member
210 to lock the vehicle at a status to make vehicle balanced;
step 923, the vehicle is maintained upright so the vehicle is
self-supported.

It will be apparent to those skilled in the art that various
modifications and variations can be made to the structure of
the present invention without departing from the scope or
spirit of the invention. In view of the foregoing, it is intended
that the present invention cover modifications and variations
of this invention provided they fall within the scope of the
following claims and their equivalents.

What is claimed is:

1. An active vehicle with variable inclination mechanism,
comprising:
a linear slide mechanism, having a reciprocating action
member that is driven to produce a lateral movement;

two longitudinal interlocking mechanisms, each of the lon-
gitudinal interlocking mechanisms having a plurality of
interlocking rods and having two ends, and two ends of
each of the longitudinal interlocking mechanisms con-
nected to one end of the reciprocating action member
and one of two wheels respectively;

a steering control mechanism, used to control the recipro-
cating action member to provide a lateral displacement
that drives the longitudinal interlocking mechanisms so
that the two wheels are provided with opposite longitu-
dinal displacements; and

a control unit, controlled by the steering control mecha-
nism and generating an electrical signal to drive the
linear slide mechanism.

2. A variable inclination mechanism of claim 1, wherein
the linear slide mechanism is a linear motor, and the recipro-
cating action member is a mover of the linear motor.

3. A variable inclination mechanism of claim 1, wherein
the linear slide mechanism comprises a motor and a ball nut,
and the reciprocating action member is a ball screw.

4. A variable inclination mechanism of claim 1, wherein
the linear slide mechanism comprises a motor and a pinion
gear, and the reciprocating action member comprises a rack
gear.
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5. A variable inclination mechanism of claim 1, wherein
while a torque is applied to the steering control mechanism,
the control unit generates an electrical signal to the linear
slide mechanism and controls the reciprocating action mem-
ber so that a lateral displacement is provided and the lateral
displacement corresponds to magnitude of the torque and is
opposite to the direction of the torque.

6. A variable inclination mechanism of claim 1, wherein
the steering control mechanism is a steering wheel.

7. A method for using the variable inclination mechanism
of claim 1, the method comprises the steps:

applying a torque on the steering control mechanism and
generating an electrical signal received by the control
unit;

sending the electrical signal to the linear slide mechanism
by the control unit; and

driving the reciprocating action member to provide a lat-
eral displacement, wherein the reciprocating action
member drives the two longitudinal interlocking mecha-
nism simultaneously and provides opposite longitudinal
displacement, and the opposite longitudinal displace-
ment drives two wheels to provide an inclination angle
corresponding to the torque.

8. A vehicle inclination adjustment mechanism, compris-

ing:

a linear slide mechanism, having a reciprocating action
member and driven to produce a lateral movement;

two longitudinal interlocking mechanisms, each of the lon-
gitudinal interlocking mechanisms having a plurality of
interlocking rods and having two ends, and two ends of
each of the longitudinal interlocking mechanisms con-
nected to one end of the reciprocating action member
and one of two wheels respectively;

a steering control mechanism, used to control the recipro-
cating action member to provide a lateral displacement
that drives the longitudinal interlocking mechanisms so
that the two wheels is provided with an opposite longi-
tudinal displacement;

a velocity adjustment mechanism, providing the lateral
displacement with additional increase amount while a
vehicle speed is increased, and providing the lateral
displacement with additional decrease amount while the
vehicle speed is decreased; and

a control unit, controlled by the steering control mecha-
nism and the velocity adjustment mechanism and gen-
erating an electrical signal to drive the linear slide
mechanism.

9. A vehicle inclination adjustment mechanism of claim 8,
wherein while the steering control mechanism is subjected to
a torque, the velocity adjustment mechanism changes the
vehicle speed so that the control unit controls the lateral
displacement of the reciprocating action member.

10. A vehicle inclination adjustment mechanism of claim
8, wherein while the steering control mechanism is not acti-
vated yet and the velocity adjustment mechanism makes the
vehicle stationary, the control unit sends an electrical signal to
lock the reciprocating action member at a status to make the
vehicle balanced and self-supported.

11. A method for using the vehicle inclination adjustment
mechanism of claim 8, the method comprises the steps:

applying a torque on the steering control mechanism;

controlling the control unit to generate an electrical signal;
driving the reciprocating action member to provide a lat-
eral displacement, wherein the two longitudinal inter-
locking mechanisms are driven simultaneously by the
lateral displacement to provide opposite longitudinal
displacement, and the two wheels are moved by the
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opposite longitudinal displacement to provide an incli-
nation angle corresponding to the torque;

controlling the velocity adjustment mechanism to adjust
the vehicle speed;

controlling the control unit to generate an electrical signal;

driving the reciprocating action member to provide addi-
tional lateral displacement, wherein the additional lat-
eral displacement drives the two longitudinal interlock-
ing mechanisms simultaneously to provide an additional
opposite longitudinal displacement, and the two wheels
are moved by the additional longitudinal displacement
to adjust the inclination, wherein when the steering con-
trol mechanism is not activated yet, the control unit is
controlled by the velocity adjustment mechanism to lock
the vehicle at a stationary position;

controlling the control unit to provide an electrical signal;
and

locking the reciprocating action member to have the
vehicle at a stationary position at a status to make the
vehicle balanced and self-supported.
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